
Distributed by PRIMUS AUSTRALIA Pty Ltd  Bundoora VIC 3083

Model No. KDP20

Serial No. 

Code No.

Order No.

Nett Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  35kg

Gross Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  37kg

Quantity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1 Set

Dest. Port. . . . . . .MELBOURNE  Australia

THIS WAY UP

16.1 to 40kg

HEAVY

CAUTION

This product requires two person lift 
- use proper lifting techniques
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DO NOT ROLL
KEEP DRY

DIESEL
WATER PUMP

WATER PUMPKDP2
0

KDP2
0

FUEL TAP

OFF

ON

OPERATING INSTRUCTIONS

STEP 1. CHECK OIL LEVEL - USE SAE 10W-30 GRADE OIL

STEP 2. USE DIESEL FUEL ONLY - DO NOT OVERFILL 

STEP 3. CONNECT SUCTION HOSE & DISCHARGE HOSE

STEP 4. PRIME WATER PUMP - FILL PUMP WITH WATER

STEP 5. TURN FUEL TAP ON

STEP 6. PUSH THROTTLE LEVER TO START POSITION - TIGHTEN KNOB

STEP 7. PULL STARTER GRIP UNTILL RESISTANCE FELT

STEP 8. PUSH DECOMPRESSION LEVER DOWN

STEP 9. PULL STARTER GRIP FIRMLY 

 
- ADJUST TROTTLE LEVER TO DESIRED ENGINE SPEED

TO STOP - MOVE THROTTLE LEVER TO STOP POSITION 

 
& TURN OFF FUEL TAP
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DO NOT PRINT DIELINE

DO NOT CHANGE ARTWORK
EMAIL ALL QUESTIONS TO jcarigiet@primusaustralia.com.au
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